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TECHNICAL CARACTERISTICS.

Dimensions: 456,25 mm x 143 mm x 111 mm.

Weight: 16,827 Kg.

Max. Capacity: 2 and 5 t.

Hook: to be determined as per capacity and normative.
Construction:

Welded plate of high strength steel type T or V.

Clutch to avoid overloading or strong impacts.

Finished:

Zinc plated and with electrostatic paint, RAL 1007.
Prepared for marine environment.

Working temperature:

From -20°C to 85°C.

Protections and securities:

Electrical protection IP65.

Security factor: 4:1.

Opening and closing velocity: 4 seconds

Pulsed watertight..

Steerable antenna: Covering between 100 and 300 metres range.

Safety spring.
Load presence detector.
Non open device with load presence.

Optional:

Selective and intelligent opening.
Multifunctional controller.

Weighing device.

Free App.of load control.

WIFI connection.

Change of tool holder.

Working temperature from 40°C to 350°C.
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Remote control:

Battery power: 9V.

Push buttons: 8 configurable.

Frequencies: 868/915 Mhz.

Steerable antenna: covering 500 meters range.
Dimensions: 130mm x 60mm x 25mm.
Available combination of codes : 99.999 codes.
Detection and correction of outgoing errors.
Comunication: biderectional.

Certifications: EN300 220. Telecomunications.
EN301 489. Electromagnetic compatibility

EN60730. Low Voltage.
Radiation : 5dBm

Battery:
Indicators : LED.

Technology : LI-ION.

Capacity: 2200 mA/h.

Time of charging: 3 hours..

Duration: 72 hours working.
720 hours in standby.

Cells: 6 Samsung cells.

Vn: 22,2 V.

Vn max./min.: 25,3 /17 V.

Charger:
Input voltage: 110-220 V.

Output voltage: 25,2 V./ 1A.
Charge indicador.

Normativas:

2006/42/CE

UNE-EN ISO 14121-1:2008 (ISO 14121-1:2007)
UNE-EN ISO 12100-1:2004 (1ISO 12100-1:2003)
UNE- EN ISO 12100-2:2004 (ISO 12100:2:2003)
UNE-EN 13155.
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UNE- EN 60204-32:2001
UNE- EN 982:1996+A1:2008.
UNE-EN 981:1997+A1:2008.

UNE-EN 1677-2 :2001+A1:2009

UNE-EN 1677-1 :2001+A1:2009
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